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ERRATA CORRIGE 
SPIN22KCE 

 
Table No. 1: Description of the SPIN components 
Model: Gearmotor Guide Radio receiver Radio Transmitter 
SPIN20KCE SN6021 3x1m SMXI FLO2R-S 
SPIN21KCE SN6021 3m SMXI FLO2R-S 
SPIN22KCE SN6021 3m+1m SMXI FLO2R-S 
SPIN30 SN6031 3x1m -- -- 
SPIN40 SN6041 3x1m -- -- 
SN6031 SN6031 -- -- -- 
SN6041 SN6041 -- -- -- 

 
 

Table No. 3: SPIN gearmotor operatine limits  
Model: SECTIONAL door OVERHEAD door, non-protruding

(with accessory SPA5) 
OVERHEAD door, protruding

(with accessory SPA5) 
 Height Width Height Width Height Width 
SPIN20KCE 2.5m 3.5m 2.2m 3m 2.8m 3m 
SPIN21KCE 2.5m 3.5m 2.2m 3m 2.8m 3m 
SPIN22KCE 3.5m 3.5m 3.2m 2.5m 3.5m 2.5m 
SPIN30 2.5m 3.5m 2.2m 3m 2.8m 3m 
SPIN40 2.5m 5m 2.2m 4m 2.8m 4m 
SN6031 (SNA5) 2.5m 3.5m 2.2m 3m 2.8m 3m 
SN6031 (SNA6) 3.5m 3.5m 3.2m 3m 3.5m 3m 
SN6041 (SNA6) 3.5m 5m 3.2m 3m 3.5m 3m 

   

 
 
 

 
 

Guide technical characteristics 
Model Guide in SPIN20KCE 

and SPIN30 
Guide in SPIN22KCE

 
Guide in SPIN40 SNA5 SNA6 

Type 3-piece profile in 
galvanised steel 

2-piece profile in 
galvanised steel 

3-piece profile in 
galvanised steel 

single profile in 
galvanised steel 

2-piece profile in 
galvanised steel 

Guide length 3.15m 4.15m 3.15m 3.15m 4.15m 
Guide height 35mm 35mm 35mm 35mm 35mm 
Useful stroke 2.5m 3.5m 2.5m 2.5m 3.5m 
Belt width 6m 8m 6m 6m 8m 
Belt Height 6mm 10mm 10mm 6mm 10mm 
Resistance to traction 730N 1220N 1220N 730N 1220N 


